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Rotary Measuring Technology
Magnetic measurement system

AAbbssoolluuttee  SSiinngglleettuurrnn  EEnnccooddeerr  TTyyppee  22445500  ((SShhaafftt))  //  22447700  ((HHoollllooww  sshhaafftt))
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DDiimmeennssiioonnss  hhoollllooww  sshhaafftt  vveerrssiioonn::

MMoouunnttiinngg  aaddvviiccee::
The flanges and shafts of the encoder and
drive should not both be rigidly coupled
together at the same time! We recommend
the use of suitable couplings (see
Accessories section).

4 x M3 DIN 915 - SW151

OOrrddeerr  ccooddee  hhoollllooww  sshhaafftt  vveerrssiioonn:: 88..22447700..11XXXXXX..GG112211

Type

Flange
11  ==  øø  2244  mmmm

Blind hollow  shaft (insertion depth max. 14 mm)
1 = ø 4 mm
22  ==  øø  66  mmmm

Gray Code 12 Bit resolution

Type of connection
1 = cable axial (2 m PVC cableø 4,5 mm)
22  ==  ccaabbllee  rraaddiiaall  ((22  mm  PPVVCC--  ccaabbllee  øø  44,,55  mmmm))

Output circuit / Power supply
11  ==  SSSSII//55  VV  DDCC
22  ==  SSSSII//88  ......  3300  VV  DDCC

AAcccceessssoorriieess::
Cables and connectors, also pre-assemb-
led, can be found in the main catalogue.
Mounting attachments and couplings can
also be found in the main catalogue.


