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Rotary Measuring Technology 
Absolute encoders with incremental track, Multiturn, CAN

SSeennddiixx  aabbssoolluutt,,  MMuullttiittuurrnn  TTyyppee  55886688  ((SShhaafftt))  //  55888888  ((HHoollllooww  sshhaafftt)),,  CCAANNooppeenn//CCAANNlliifftt

OOrrddeerr  ccooddee  hhoollllooww  sshhaafftt  vveerrssiioonn:: 88 .. 55 88 88 88 .. XX XX XX XX .. XX XX 11 XX

Type

Flange
1 = Flange with torque stop IP 65
2 = Flange with torque stop IP 67
3 = Flange with stator coupling

pitch circle ø 65, IP 65
4 = Flange with stator coupling

pitch circle ø 65, IP 67
55  == FFllaannggee  wwiitthh  ssttaattoorr  ccoouupplliinngg

ppiittcchh  cciirrccllee  øø  6633,,  IIPP  6655
6 = Flange with stator coupling

pitch circle ø 63, IP 67

Hollow shaft
3 = Blind hollow shaft ø 10 mm
44  == BBlliinndd  hhoollllooww  sshhaafftt  øø  1122  mmmm
5 = Blind hollow shaft ø 14 mm
6 = Blind hollow shaft ø 15 mm
8 = Blind hollow shaft ø 9.52 mm [3/8“]
9 = Blind hollow shaft ø 12.7 mm [1/2“]

Output circuit / Power supply
22  == CCAANNooppeenn  DDSS  330011  VV44..00

1100  ......  3300  VV  DDCC
55  == CCAANNooppeenn  DDSS330011  VV44..00

22004488  pppprr  iinnccrreemmeennttaall  ttrraacckk
((TTTTLL  ccoommppaattiibbllee)),,  1100  ......  3300  VV  DDCC

Options (service)
2 = no option
33  ==  SSEETT  bbuuttttoonn  

Field bus profile3)

2211  ==  CCAANNooppeenn  EEnnccooddeerr--PPrrooffiillee
DDSS  440066  VV33..11

22 = CANlift DS 417 V1.01

Type of connection
22  ==  RReemmoovvaabbllee  bbuuss  tteerrmmiinnaall  ccoovveerr  wwiitthh  

33  xx  MM1122  ccoonnnneeccttoorr

Preferred types are

indicated in bboolldd

3) CAN parameters can also be factory-preset

AAcccceessssoorriieess::
– Cables and connectors, also pre-assemb-

led, can be found in the main catalogue.
– Mounting attachments and couplings

can also be found in the main catalogue.


