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Montage des Hitzeschutzgehäuses mit Anschluss für Luftkühlung, Art.Nr. 8.0000.7000.0085

Für die Montage sind folgende Teile erforderlich:

Nr. Beschreibung Menge Im Lieferumfang
enthalten

1 Radarsensor RAD78x 1 nein
2 Schutzgehäuse mit Anschluss für Luftkühlung [2a] und Grundplatte [2b] 1 ja
3 Hitzeschild 1 ja
4 Druckluftanschluss 1 ja
5 M12 Kabel, 4-polig (PROFINET) 1 nein
6 M12 Kabel, 8-polig (Versorgungsspannung) /

M12 Kabel, 4-polig (Versorgungsspannung)
1 nein

7 M6x12 Schrauben (A2, DIN 912) 2 ja
8 M5x6 Schrauben (A2, ISO 7380-2) 8 ja

IMG-ID: 9007199738762379

Folgende Teilschritte führen zu einer erfolgreichen Montage:
a) Verbinden Sie die Druckluftverschraubung [4] mit dem Gehäuse [2a].
b) Befestigen Sie das Hitzeschild [3] mit den vier M5-Schrauben [8] an der vorgesehenen Position.
c) Befestigen Sie den Radarsensor [1] mit den entsprechenden M6-Schrauben [7] an der Grundplatte [2b].
d) Befestigen Sie die Grundplatte [2b] an der endgültigen Montageposition.
e) Schließen Sie beide Kabel [5, 6] an den Radarsensor [1] an.
f) Führen Sie die Kabel durch die Kabelverschraubung und befestigen Sie das Gehäuse [2a] mit den mitgelieferten

M5-Schrauben [8] an der Grundplatte [2b].
g) Schließen Sie den Druckluftschlauch sicher an den Anschluss [4] an.
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Installation of heat protection housing with connection for air cooling, Art.No. 8.0000.7000.0085

The following parts are required for assembly:

No. Description Quantity Included in delivery
1 Radar sensor RAD78x 1 no
2 Protective housing with connection for air cooling [2a] and

base plate [2b]
1 yes

3 Heat window 1 yes
4 Compressed air fitting 1 yes
5 M12 cable, 4-pin (PROFINET) 1 no
6 M12 cable, 8-pin (power supply) /

M12 cable, 4-pin (power supply)
1 no

7 M6x12 screws (A2, DIN 912) 2 yes
8 M5x6 screws (A2, ISO 7380-2) 8 yes
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The following steps result in successful installation:
a) Connect the compressed air fitting [4] to the housing [2a].
b) Install the heat window [3] onto its designated position using the four M5 screws [8].
c) Mount the radar sensor [1] onto the base plate [2b] using the appropriate M6 screws [7].
d) Fix the base plate [2b] at your final mounting location.
e) Connect both cables [5, 6] to the radar sensor [1].
f) Feed the cables through the cable gland and fasten the housing [2a] to the base plate [2b] using the provided M5

screws [8].
g) Connect the compressed air hose securely to the fitting [4].
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