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Kurzanleitung zur Feinjustierung des Radarsensors RAD78x mittels Montageplatte, Art.Nr. 8.0000.7000.0088

HINWEIS Mitgeltende Dokumente

Weitere Informationen wie z. B. technische Daten / Maßzeichnungen finden Sie in den
jeweiligen Datenblättern des Zubehörs bzw. in der Betriebsanleitung des eingesetzten
Radarsensors unter kuebler.com/docu-finder.

Abb. 1: Montageplatte ohne vormontierten Radarsensor
IMG-ID: 484228875

Folgende Teilschritte führen zu einer erfolgreichen Feinjustierung des Radarsensors:
a) Lösen Sie die Kontermuttern (1).
b) Stellen Sie zuerst die Schraube 2 und dann die Schraube 3 ein, um die Signalstärke zu maximieren (verwenden Sie

den Modus „Fix Scale“).
c) Ziehen Sie die Kontermuttern (1) fest, um die Position zu sichern.
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Quick alignment guide for fine adjustment of radar sensor RAD78x using mounting plate,
Art.No. 8.0000.7000.0088

NOTICE Applicable documents

For further information, such as technical data/dimensional drawings, please refer to
the respective datasheets for the accessories or in the operation manual for the radar
sensor used at kuebler.com/docu-finder.

Abb. 2: Mounting plate without pre-mounted radar sensor
IMG-ID: 484228875

The following steps result to fine adjustment of the radar sensor:
a) Loosen the lock nuts (1).
b) First adjust screw 2 and then screw 3 to maximize the signal strength (use the “Fix Scale” mode).
c) Tighten the lock nuts (1) to secure the position.
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