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Montage des M30 Befestigungswinkel (2-achsig), Art.Nr. 8.0000.7000.0084

Für die Montage sind folgende Teile erforderlich:

Nr. Beschreibung Menge Im Lieferumfang
enthalten

1 M4 Unterlegscheibe 4 ja
2 M4x12 Zylinderkopfschraube 2 ja
3 M4x12 Mutter 2 ja
4 Montagewinkel Boden 1 ja
5 Montagewinkel Sensor 1 ja
6 RAD51x Sensor 1 nein
7 M30 Feingewindemutter 2 nein

Abb. 1: M30 Befestigungswinkel 2-achsig
IMG-ID: 484818187

Folgende Teilschritte führen zu einer erfolgreichen Montage:
a) Befestigen Sie den Montagewinkel Boden [4] an der gewünschten Position.
b) Befestigen Sie den Montagewinkel Sensor [5] am Montagewinkel Boden [4]. Verwenden Sie die im Lieferumfang

enthaltenen Schauben [2], Unterlegscheiben [1] und Muttern [3].
c) Befestigen Sie den Radarsensor am Montagewinkel Sensor [5].
d) Lösen Sie die Schraube am Langloch des Montagewinkel Boden [4] und richten Sie die X-Achse mit 90° zum

Messobjekt aus. Ziehen Sie die Schraube anschließend wieder fest.
e) Lösen Sie die Schraube am Langloch des Montagewinkel Sensor [5] und richten Sie die Y-Achse mit 90° zum

Messobjekt aus. Ziehen Sie die Schraube anschließend wieder fest.
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Installation of the M30 mounting bracket (2-axis), Art.No. 8.0000.7000.0084

The following parts are required for installation:

No. Description Quantity Included in delivery
1 M4 washer 4 yes
2 M4x12 cylinder head screw 2 yes
3 M4x12 nut 2 yes
4 Mounting bracket, base 1 yes
5 Mounting bracket sensor 1 yes
6 RAD51x sensor 1 no
7 M30 fine thread nut 2 no

Abb. 2: M30 mounting bracket 2-axis
IMG-ID: 484818187

The following steps will ensure successful installation:
a) Attach the floor mounting bracket [4] to the desired position.
b) Attach the sensor mounting bracket [5] to the floor mounting bracket [4]. Use the screws [2], washers [1], and nuts

[3] included in the scope of delivery.
c) Attach the radar sensor to the sensor mounting bracket [5].
d) Loosen the screw on the slotted hole of the mounting bracket floor [4] and align the X-axis at 90° to the

measurement object. Then tighten the screw again.
e) Loosen the screw on the slotted hole of the sensor mounting bracket [5] and align the Y-axis at 90° to the

measurement object. Then tighten the screw again.
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