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Order details Order no.

Standard cable length	 25 m
(available from 1 piece)	 50 m
	 100 m
	 200 m
	 300 m
	 500 m

Further cable length
(Minimum order quantity 4 pieces)

05.00.60I1.I7I7.025M
05.00.60I1.I7I7.050M
05.00.60I1.I7I7.100M
05.00.60I1.I7I7.200M
05.00.60I1.I7I7.300M
05.00.60I1.I7I7.500M

05.00.60I1.I7I7.XXXM
xxxx = Length in meters:

2 m, 5 m, 8 m, 10 m, 15 m, 20 m, ... 
(in 5 m steps)

Cables and connectors

Simplex Patchkabel 
halogen free, flame retardant

ST-ST - Multimode

PE outer sheath

PMMA multicore fiber Cladding

Preassembled cables Optical fiber connection technology With ST-Simplex (BFOC/2,5) connector

Suitable for our series

Optical fiber transmission modules

LWL
LWLA

Technical data
Connector	 material housing metal Construction cable

Fiber optics 1 x 245 µm

Fiber type G50/125 OM4

Weight cable 4.07 kg/km

Tensile strength 	 installation 	
	 operation

400 N
200 N

Bending radius min.	 installation 	
	 operation

50 mm
25 mm

Repeated bending		
	 with radius 25 mm / weight 0.5 kg 5000 cycles

Crush resistance 	 installation 	
	 operation

3000 N/dm
1000 N/dm

Impact resistance 	 Wp = 5 J 3 impacts Dimension connectors

Temperature range	 transport / storage
		  installation
		  operation

-40 °C ... +60 °C [-40 °F ... +140 °F]
-10 °C ... +50 °C [+14 °F ... +122 °F]
-25 °C ... +70 °C [-13 °F ... +158 °F]

Cable sheath	 cable diameter
		  material sheath
		  color sheath

2.0 mm
PE
pink	

Strain relief non-metallic (Aramid)

Typ. attenuation	 Multimode cable
		  per ST connector
		  per splice

3.5 db/km
0.15 db
0.3 db


