
 

      
    1/2 

 
15.09.2020 

 
 
Kundeninformation 
 
 
 
 
 
 
Der MTTF-Wert für unseren Signalkonverter SK 1S-1P wurde von uns berechnet mit: 
 
MTTF:  41,5 Jahre 
MTTFd:  83 Jahre  (MTTFd = 2 x MTFF - Anwendungsspezifisch) 
 
 
Verschleißteile wurden in der Berechnung nicht berücksichtigt. 
 
Alle weiteren technischen Informationen zu diesem Produkt finden sie auf unserer 
Homepage unter: 
Link zur Website 
 
Die MTTFd-Werte wurden in Übereinstimmung mit Kapitel 4.7 Quantifizierung der 
Grundsätze für die Prüfung und Zertifizierung von Drehgebern GS-IFA-M21 des Instituts für 
Arbeitsschutz der DGUV berechnet. 
 
 
 
 
 
 
 
 
Florian Sauter 
Product Engineering 
 
 
  

https://www.kuebler.com/de/produkte/uebertragung/signalwandler/produkt-details/1S-1P
https://www.dguv.de/medien/dguv-test-medien/_pdf_zip_doc_ppt/pruefgrundsaetze/ifa/gs-ifa-m21.pdf
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Customer Information 
 
 
 
 
 
 
The MTTF value for our signal converter SK 1S-1P was calculated by: 
 
MTTF:    41,5 years  
MTTFd:   83 years (MTTFd = 2 x MTFF – Application specific) 
 
 
Wear parts were not considered for the calculation. 
 
For further technical information on this product, please visit: 
Link to our Website 
 
 
The MTTFd values were calculated in accordance with chapter 4.7 Quantification the 
principles for the testing and certification of encoders GS-IFA-M21 of the Institute for 
Occupational Safety and Health of DGUV. 
 
 
 
 
 
 
 
 
Florian Sauter 
Product Engineering 
 
 

https://www.kuebler.com/en/products/transmission/signal-converters/product-details/1S-1P
https://www.dguv.de/medien/dguv-test-medien/_pdf_zip_doc_ppt/pruefgrundsaetze/ifa/gs-ifa-m21_e.pdf

