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Kundeninformation 
 
 
 
 
Drehgeber Absolut  
 
Der MTTFd -Wert für unseren absoluten Multiturn Drehgeber X8.S58X8FS3-Series 
wurde von uns berechnet mit: 
 
MTTFd : 46,7 Jahre @70°C 
TM :  20 Jahre 
 
 
 
 
Die Berechnung der MTTFd-Werte wurde in Anlehnung an den Prüfgrundsatz GS-IFA-M21 
Kapitel 4.7 Quantifizierung des Instituts für Arbeitsschutz der DGUV vorgenommen. 
Die berechneten Werte berücksichtigen nicht die mechanische Verbindung zur 
Antriebswelle. 

 
Weitere Informationen zu unseren MTTFd -Werten finden sie auf unserer Homepage: 
Link zur Website 

 
 
 

 
Arnold Hettich 
Produktmanagement 
 
 
  

https://www.kuebler.com/de/docu-finder?finder=eyJjYXQiOnsiNyI6Im9uIiwiNCI6Im9uIiwiMjkiOiJvbiJ9LCJzZWFyY2hrZXkiOnsiYXJyYXkiOnsiMCI6IlI2NTAwMSIsIjIiOiJJRkEiLCI0IjoiU2lzdGVtYS1MaWIifSwic3RyaW5nIjoiUjY1MDAxXHJcbklGQVxyXG5TaXN0ZW1hLUxpYiJ9fQ==_DokuFinder_
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Customer Information 
 
 
 
 
Rotary Encoder  
 
The MTTFd value for our absolute multi-turn encoder X8.S58X8FS3-Series  
was calculated by: 
 
MTTFd :  46,7 Jahre @70°C 
TM :  20 years 
 
 
 
 
The MTTFd values were calculated in accordance with chapter 4.7 Quantification the 
principles for the testing and certification of encoders GS-IFA-M21 of the Institute for 
Occupational Safety and Health of DGUV. 
The calculated values do not consider the mechanical connection to the drive shaft. 
 
For further information on our MTTFd –values, please visit our website: 
Link to our Website 
 

 
 

 
Arnold Hettich 
Product Management  

 
 

https://www.kuebler.com/en/docu-finder?finder=eyJzZWFyY2hrZXkiOnsiYXJyYXkiOnsiMCI6IlNpc3RlbWEiLCIyIjoiRnVua3Rpb25hbGUiLCIzIjoiU2ljaGVyaGVpdHN0ZWNobmlrIn0sInN0cmluZyI6IlNpc3RlbWFcclxuRnVua3Rpb25hbGVcclxuU2ljaGVyaGVpdHN0ZWNobmlrIn19_DokuFinder_

