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Accessories

Sealing cover Details

Sealing cover type KV3 description: suitable for:

(screw mounting)
for electromechanical counters

-  for front bezel 39 x 68 mm  
[1.54 x 2.68“]

-  flexible sealing cover made of soft
 PVC, with varnished steel metal
 frame and fixing screws
-  IP65 protection to DIN 40050
 when installed

MVs 13.1x transparent / 
grey

transparent / 
black

  
G008310

 
G008311

Sealing cover type K2 description: suitable for:

(screw mounting)
for electromechanical counters
and via adapter front bezel T008860
for counters 48 x 48 mm [1.89 x 1.89“]

-  for front bezel 75 x 60 mm  
[2.95x 2.36“]

-  flexible sealing cover made of soft
 PVC, with varnished steel metal
 frame and fixing screws
-  IP65 protection to DIN 40050
 when installed

BVa 15.3x, HVa 15.3x,
MVs 16.3x
via adapter front bezel:
901, Codix 907 / 908, Codix 923 / 924

transparent / 
grey

transparent / 
black

  
G008302

 
G008303

Sealing cover type K1 description: suitable for:

(screw mounting)
for electromechanical counters
and via adapter front bezel N003001
for counters 48 x 24 mm [1.89 x 0.94“]

- for front bezel 60 x 50 mm  
[2.36 x 1.97“]

-  flexible sealing cover made of soft
 PVC, with varnished steel metal
 frame and fixing screws
-  IP65 protection to DIN 40050
 when installed

B 1x.3x, HB 2x.3x
via adapter front bezel:
Codix 13x, 14x, 52x, 53x,
W 15.5, W 16.5, W 17.5,
H 37, H 37.5

transparent / 
grey

transparent / 
black
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Dimensions / Details Dimensions in mm [inch] Order no.




